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MAKE PACKET PAYLOAD WITH: 
TRANSIENT CODE 



604 H SEND PACKET WITH: 

DES. ADDR. = GROUP ID 
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GET RANDOM #, CHIP ID and DEVICE ID FROM PACKET PAYLOAD I 
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GOTO LOOKUP TABLE AND FIND DEVICE OS 



GENERATE UNIQUE NETWORK ADDRESS & ENTER 
INTO NETWORK NAMESPACE 
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MAKE PAYLOAD WITH: 
RANDOM #, DEVICE OS, UNIQUE NET. ADDR. 
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SEND PACKET WITH: 
DES. ADDR. = GROUP ID 
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JUMP TO TRANSITORY CODE 
IN CACHE 
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MAKE PACKET PAYLOAD = 
RANDOM # ,SRC ADDR. = GRP ID DES. ADDR.= SRC ADDR. 
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SEND PACKET 




FROM PAYLOAD GET: NETWORK ID, STORAGE CODE & DEVICE 
OPERATING SYSTEM 
STORE STORAGE CODE IN CACHE 
STORE DEVICE OS IN CACHE 
STORE NETWORK ID IN LOCAL MEMORY OR NIC 
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(COMMENCE NETWORKED DEVICE OPERATION) 



